Attachment B

AN ORDINANCE TO AMEND PROVISIONS OF THE UNIFIED
DEVELOPMENT ORDINANCE REGULATING COMMERCIAL ZONING

WHEREAS, the Durham County Board of Commissioners wistearmend certain provisions
regarding commercial zoning in the Unified Develogmh Ordinance to better promote the
community’s health, safety, and welfare;

NOW, THEREFORE, be it ordained that Article 1, General; Article 2oning Districts; Article

5, Use Regulations; Article 6, District Intensitygddards; Article 9, Landscaping and Buffering;
Article 10, Off-Street Parking and Loading; and ishe 16, Definitions, are amended to make the
following changes:

SECTION 1
Modify Sec. 1.10, Transitional Provisions, paradrdpl0.5, Zoning District Name Changes, as
set forth in the strikeouts and underlining below.

[Sections 1.1 through 1.9 are omitted.]

Sec. 1.10 Transitional Provisions

[Paragraphs 1.10.1 through 1.10.4 are omitted.]

1.10.5 Zoning District Name Changes
A. The zoning district names in effect prior to the effective date of this Ordinance are
hereby converted, as shown on the following table
Residential Districts
RD Rural District RR Residential Rural
R-20 Residential 20 RS-20 Residential Suburban — 20
R-15, R-10 Residential 15, 10 RS-10 Residential Suburban — 10
R-8 Residential 8 RS-8 Residential Suburban — 8
RM-8, RM-12, RM-16 Residential Multifamily 8, 12 61 RS-M Residential Suburban Multifamily
R-5 Residential 5 RU-5 Residential Urban - 5
R-3 Residential 3 RU-5(2)| Residential Urban —5(2)
RM-16, RM-20 Residential Multifamily 16, 20 RU-M Ralential Urban Multifamily
ITOD-CN Interim TOD Compact Neighborhood
RM-CN 40 Residential Multifamily Compact . .
RM-CN 60 Neighborhood 40, 6080 RC Residential Compact
RM-CN 80
Nonresidential Districts
-- -- NEW -- Cl Commercial Infill
NC Neighborhood Commercial CN Commercial Neighbmrtd
0&l-1, Transitional Office and Institutional, ol Office and Institutional
0&l-2 General Office and Institutional
GC General Commercial CG Commercial General
CBD Central Business District DD Downtown Design
RSCH, RAD Research Park, Research Applications SRP | Science Research Park
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PREVIOUS DISTRICT NEW DISTRICT

-2 Light Industrial

CT Commercial Trade IL Industrial, Light
I-3 Heavy Industrial [ Industrial
Planned Districts
PDR Planned Density Residential PDR Planned Dgwalkent Residential
ucC University and College ucC University and College
SC Shopping Center CC Commercial Center
I-1 Industrial Park IP Industrial Park
MU Mixed Use MU Mixed Use
Overlay Districts
- -- NEW -- -P Neighborhood Protection Overlay
- - NEW -- -TO Transitional Office Overlay
2%;352; EBIN Airport Overlay ﬁgg Airport Overlay
MTC Major Transportation Corridor Overlay -MTC Majdransportation Corridor Overlay
-H Historic District Overlay -H Historic District& Landmarks Overlay
Watershed Protection Overlay
M/LR-A, -B Lake Michie/Little River District M/LR-A, | Lake Michie/Little River District
F/J-A, -B Falls/Jordan District -B Falls/Jordan District
E-A, -B Eno River District F/J-A, -B | Eno River District
E-A, -B

[Paragraphs B and C are omitted.]

SECTION 2

Modify Sec. 4.1, General, paragraph 4.1.1, Estabhient of Districts; Sec. 4.3, Nonresidential
District Intent Statements, add new paragraph 4 3dmmercial Infill (CI), paragraph 4.3.1,
Commercial Neighborhood (CN) (renumber as 4.3.3jagraph 4.3.2, Office and Institutional
(OI) (renumber as paragraph 4.3.3), paragraph 48 mercial General (CG) (renumber as
paragraph 4.3.4), paragraph 4.3.4, Science Res@amth(SRP) (renumber as paragraph 4.3.5),
paragraph 4.3.5, Industrial Light (IL) (renumbergegagraph 4.3.6), paragraph 4.3.6, Industrial
() (renumber as paragraph 4.3.7), as set forttihenstrikeouts and underlining below.

Sec. 4.1 General precedent

4.1.1 Establishment of Districts

A. The following zoning districts are hereby established, and are intended to implement
the Comprehensive Plan. Each district is only appropriate in development tiers
where it effectively implements the plan, as set forth below.

[All non-relevant portions of the table are omitted.]

Development Tier

Symbol District Former Districts

Nonresidential Districts

Cl Commercial Infill v v -- NEW --
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Development Tier

(&)
(@]
o
- g
g8 S
o c
gD 2
District 32 & Former Districts
CN Commercial Neighborhood v v v v NC
Ol Office and Institutional v v v v 0&l-1, 0O&l-2
CG Commercial General v v v v GC
SRP Science Research Park v RSCH, RAD
IL Industrial Light v v v -2, CT
| Industrial v v v -3

[Paragraph B is omitted.]
[Paragraphs 4.1.2 through 4.1.4 are omitted.]
[Section 4.2 is omitted.]

Sec. 4.3 Nonresidential District Intent Statements
Development guidelines for all nonresidential districts may be founds in Sec. 6.10,
Nonresidential District Development Intensity.

4.3.1 Commercial Infill (CI)

The Commercial Infill (CI) District is established to provide for small commercial
and mixed use nodes within the Compact Neighborhood and Urban Tiers. These
nodes are intended to provide for pedestrian-oriented development that supports the
surrounding residential neighborhoods, and have limited vehicular accommodation.
The CI District is only appropriate in locations that have direct access to residential
neighborhoods. Businesses within the District should be sited to maximize visibility,
convenience, and accessibility for pedestrians.

The CI District is used to implement the Comprehensive Plan within those areas
shown as the Urban and Compact Neighborhood Tier.

4.3.2 Commercial Neighborhood (CN)
[Text is omitted.]

4.3.3 Office and Institutional (OI)
[Text is omitted.]

4.3.4 Commercial General (CG)
[Text is omitted.]

4.3.5 Science Research Park (SRP)
[Text is omitted.]
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4.3.6 Industrial Light (IL)
[Text is omitted. ]

4.3.7 Industrial (I)

[Text is omitted. ]
[Sections 4.4 thought 4.11 are omitted.]

SECTION 3

Modify Sec. 5.1, Use Table, paragraph 5.1.2, Uskl&aas set forth in the strikeouts and
underlining below.
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SECTION 4

Modify Sec. 6.2, Residential Rural (RR) Developmeénensity, paragraph 6.2.1, Development
Standards, paragraph A, Dimensional Standardsadddew paragraphs 1 through 4; Sec. 6.3,
Residential Suburban (RS) Development Intensityageaph 6.3.1, Development Standards,
paragraph A, Dimensional Standards, and add neagraphs 1 through 8; Sec. 6.4, Residential
Urban (RU) Development Intensity, paragraph 6.Dé&yelopment Standards, add new
paragraph A, Dimensional Standards, and new paphgra through 4; Sec. 6.5, Residential
Compact (RC) Development Intensity, paragraph 6.Bdvelopment Standards, paragraph A,
Dimensional Standards, and add new paragraphsolighr3; Sec. 6.9, Nonresidential
Development in Residential Districts, paragraph B.®imensional Standards, paragraph A and
add new paragraph 1; Sec. 6.10, Nonresidentialridtddevelopment Intensity, paragraph
6.10.1, Nonresidential Development Standards, pa@gA, Rural Tier, add new paragraph 1,
Standards for All Districts, and new paragraph&mtigh c, paragraph B, Suburban Tier, add
new paragraph 1, Standards for the CN, Ol and C&rizits, and new paragraphs a through d,
new paragraph 2, Standards for the SRP, IL andstiiits, and new paragraphs a through f, and
new paragraph 3, paragraph C, Urban Tier, add nesagraph 1, Standards for the CI District,
and new paragraphs a through e, add new paragrapta@dards for the CN, Ol and CG
Districts, and new paragraphs a through c, and pawagraph 3, Standards for the IL and |
Districts, new paragraphs a and b, and paragrapbdmpact Neighborhood Tier, add new
paragraph 1, Standards for the CI District, and mpanagraphs a through e, new paragraph 2,
Standards for the CN and Ol Districts, and new gaaphs a through c, and new paragraph 3,
Standards for the CG and IL Districts, and new gaaphs a through d, and paragraph 6.10.2,
Residential Development in Nonresidential Distrjgiaragraph B, Residential Density, add new
paragraphs 1 through 3 as set forth in the strike@md underlining below.

[Sections 6.1, 6.6 through 6.8, and 6.11 throudlBaGre omitted.]
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Sec. 6.2 Residential Rural (RR) Development Intensity

6.2.1 Development Standards

A. Dimensional Standards

1.

All residential development in the RR District shall meet the standards in the
table below, except that, any legally established lot of record created prior to the
effective date of this Ordinance may be developed with a single family residence
subject to Sec. 8.4, Floodplain and Flood Damage Protection Standards, and Sec.
8.7, Watershed Protection Overlay Standards, and the availability of water and
wastewater treatment systems.

Rural Tier Rural Tier Suburban
Watershed Non-Watershed Tier

Dimensional Standard Min. Max. Min. Max. ‘ Min. Max.

Residential Density (units per acre)

Conventional Subdivision - 0.33 - 0.5 - |.4

Conservation Subdivision --- 0.5 --- 0.75 --- 2.0
Open Space (% of gross area) *

Conventional Subdivision - - - - - -

Conservation Subdivision 50 - 50 - 50 -
Lot Area

Conventional Subdivision (min.) 3 ac --- 2 ac. --- 30,000 s.f. ---

Conservation Subdivision X --- X --- X -
Lot Width (feet) 200 --- 150 100 ---
Street Yard (feet) 50 - 50 50 ---
Side Yard (feet)

Minimum Each Side 25 - 12 12 -—-

Minimum Both Sides (total) 50 --- 30 30 ---
Rear Yard (feet) 50 --- 25 25 ---
Height (feet) 35 35 35
!Please see Sec.12.5, Recreatiand, for additional land dedication requiremerttattmay apply.

2.  Minimum lot areas for conservation subdivisions shall be approved by the
County Health Department for individual wastewater treatment systems or
“Package Plant” style wastewater treatment systems. Smaller lots may also be
authorized by the approving authority in those areas where public wastewater
systems have been approved.

3.  Within a conservation subdivision, lot width and yard standards may be varied
by the approving authority to reflect the clustering standards used by the
conservation subdivision. The minimum street yard shall be eight feet.

4. Additional height may permitted for non-farm structures at a rate of one

additional foot for every one foot of additional setback provided. In no event
shall the structure be more than 45 feet in height

[Paragraphs B and C are omitted.]

[Paragraphs 6.2.2 through 6.2.4 are omitted.]
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Sec. 6.3 Residential Suburban (RS) Development Intensity

6.3.1 Development Standards
A. Dimensional Standards

1. All residential development in the RS Districts shall meet the standards in the
table below. For illustrations, lot dimensions and required yards for each
housing type, see Sec. 7.1, Housing Types.

RS-20 RS-10 RS-8 RS-M
Max.
with

Dimensional Standard in. Max.| Min. Max. Min. . Development
Development Plan

Plan

Max.
Without

(see 3.5.6)
Residential Density (units per acre) . 0 53 5.0 8 10.5
Open Space(% of gross aréa)
Conventional Subdivision 15 -- | 15 -- 118
Cluster Subdivision —4 | — | 18* | - | 18" | - |18
Useable Open Space 5 - | 5 - | 6

Site Area (acres)
Conventional Subdivision
Cluster Subdivision 4 4 — | 4

Site Width (feet) --- | 200

Lot Area (square feet)
Conventional Single-Family

Detached 20,000 --- |10,000 --- |8,000f --- |5,000 -

Other Housing Types See Sec. 7.1, Housing Types

Height (feet) — [ 35] — ] 35] —] 35] -] 35

Please see Sec. 12.5, Recreation Land, for additlandldedication requirements that may apply.

2. The maximum residential density does not apply to actions listed under Sec.
3.6.2, Actions Exempt from Subdivision Requirements. Where this maximum
does apply, density may be increased in accordance with paragraph 6.3.3B, RS-
M District Major Roadway Density Bonus, or Sec. 6.6, Affordable Housing
Density Bonus. Other than these options the maximum density shown cannot be
exceeded even though the use of an alternative housing type may impose smaller
lot requirements.

3. For cluster subdivisions in the RS-20, RS-10, and RS-8 districts, the lot size
reduction would be added to the minimum open space requirement.

4. For both conventional and cluster subdivisions in the RS-M district, open space
requirements also apply to the development standards for apartments.

5. Minimum lot area for conventional, single family detached housing types may be
reduced in accordance with paragraph 6.3.3C, Lot Averaging.

6. Additional height in the RS-20, RS-10, and RS-8 districts, may be permitted at a
rate of one additional foot for every one foot of additional setback provided. In
no event shall the structure be more than 10 feet in height.

7. For projects in the RS-M district, additional height may be permitted at a rate of
one additional foot for every one foot of additional setback provided, if shown on
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a development plan meeting the requirements of paragraph 3.5.6, Development

Plan.

8. Minimum lot area may be higher as required by the County Health Department
for individual wastewater treatment systems or “Package Plant” style wastewater

treatment systems.

[Paragraph B is omitted.]

[Paragraphs 6.3.2 and 6.3.3 are omitted. ]

Sec 6.4 Residential Urban (RU) Development Intensity

6.4.1

Development Standards

A. Dimensional Standards

1. All residential development in the RU districts shall meet the standards in the
table below. For illustrations, lot dimensions and required yards for each

housing type, see Sec. 7.1, Housing Types.

RU-5 RU-5(2) RU-M
Max.
with
_ _ _ _ _ Wmﬁéﬂt Development
Dimensional Standard Min. | Max. | Min. Max. Min. Plan
Development
Plan (see
paragraph
3.5.6)
Residential Density (units per acre)
Project Under 4 Acres 7.4 7.4 12 175
Project 4 Acres or Greater 6.0 8.7 6.0 8.7 8.0 12 17.5
Open Space (% of gross aréa) 5 5 6
Site Area
Site Width See Sec. 7.1, Housing Types
Lot Area
Height (feet) - | 3] -] 3] -] 55

1 Please see Sec. 12.5, Recreation Land, for aaditiand dedication requirements that may apply.

2. Maximum density may increase in accordance with paragraph 6.4.3,
Residential Density, and/or Sec. 6.6, Affordable Housing Density Bonus. Other
than these options, the maximum density may not be exceeded even though the

use of an alternative housing type may impose smaller lot requirements.

3.  Additional height in the RU-5 and the RU-5(2) districts may be permitted at a
rate of one additional foot for every one foot of additional setback provided. In

no event shall the structure be more than 45 feet in height.

4. If the project in the RU-M district is on at least a 4 acre lot, the maximum
height may be increased up to 75 feet through the issuance of a Minor Special

Use Permit.

[Paragraphs 6.4.2 and 6.4.3 are omitted.]
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Sec. 6.5 Residential Compact (RC) Development Intensity

6.5.1 Development Standards
A. Dimensional Standards

1. All residential development in the RC District shall meet the standards in the
table below. For illustrations, lot dimensions and required yards for each
housing type, see Sec. 7.1, Housing Types.

RC

Dimensional Standard Min. Max. |
Residential Density (units per acre)

Core Area 12.0 52.5

Support Area 6.0 17.5
Open Space (% of gross aréa)

1.0

Core Area 2.0 -

Support Area 5.0 -
il)tteﬁ;za See Sec. 7.1, Housing Types
Height (feet)

Core Area 24 75

Support Area -—- 45

IPlease see Sec. 12.5, Recreation Land, for adaitland dedication requirements that may apply.

2. Maximum density may be increased in accordance with paragraph 6.5.3,
Residential Density, and/or Sec. 6.6, Affordable Housing Density Bonus.

3. Maximum height in the RC Support Area may be increased to 50 feet if the
building is not within 150 feet of the perimeter of the Compact Neighborhood
Tier where the Tier adjoins any property zoned and used for residential
purposes.

[Paragraph B is omitted.]

[Paragraphs 6.5.2 and 6.5.3 are omitted.]
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Sec. 6.9 Nonresidential Development in Residential Districts

6.9.1 Dimensional Standards

A. Nonresidential development in residential districts shall comply with the
dimensional standards in the following table:

Development Standard

Lot Area (square feet) 3ac, --- 15,000 - 5,000 -- -| 5,000
Lot Width (feet) 100 90 - 50 50
E)pen Space (% of gross arga) . 10 . 3
Downtown S I I I A Bl B
Core Area '
Support Area B o - - - 3.0
Street Yard
Feet from ROW 50 --- 25 --- 207 15
% of Frontage 60 80
Side Yard (feet)

Min Each Side 12 10 6 0
Min Both Sides (total) 30 24 15 0
Rear Yard (feet) 25 25 25 25
Building Coverage (%) -- 9 60 70 70
Height (feet) 45 45 45 45

TUstable open space is not required for nonresidedgaklopment in residential districts, per paragraph5A.
2 Street yard may be modified subject to paragrajh3s, Street Yards.

3May be further restricted by watershed regulatisnaccordance with paragraph 8.7.2B, impervious&e
Limits.

1. Principal uses listed in paragraph 5.2.4F, Parks and Open Areas, and paragraph
5.2.4J, Utilities, are exempt from the open space requirements in the table
above.

[Paragraphs B and C are omitted.]

[Paragraphs 6.9.2 and 6.9.3 are omitted.]
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Sec. 6.10 Nonresidential District Development Intensity
6.10.1 Nonresidential Development Standards

A. Rural Tier

All nonresidential development in the Rural Tier as designated in the Comprehensive
Plan shall comply with the standards in the table below.

1. Standards for All Districts

Dimensional Standard

Site Area (acres) 2 3 10
Project Floor Area (square feet) 20,000 -+ 0,800 | ---

Lot Width (feet) 100 150 250
Street Yard (feet) 25 25 40
Side Yard (feet) 25 25 50
Rear Yard (feet) 25 25 50
Building Coverage (%6) 23 35 30

Height (feet) 25 25 50

'Building coverage may be further restricted by tmepervious surface requirements of paragraph 8.7.2B
Impervious Surface Limits.

a.  Minimum side yards in the CN and CG districts may be reduced to 15 feet
if adjacent to a nonresidential district or use.

b. Additional height in the I district, up to 145 feet, may be approved
through the issuance of a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit.

c¢. A development within the CN district, with new project floor area over
5,000 square feet, no development plan, and residential zoning districts
adjacent (including directly across a public right-of-way) to two or more
property lines requires a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit. The applicant shall hold a neighborhood meeting
pursuant to paragraph 3.2.3, Neighborhood Meeting, unless it previously
held one for the development at issue.
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Suburban Tier

All nonresidential development in the Suburban Tier as designated in the
Comprehensive Plan shall comply with the standards in the tables belows.

1.  Standards for the CN, OI and CG Districts

Dimensional Standard

Site Area (square feet) 5,000 20,0Q00 20,000 ---
Project Floor Area (square feet) 20,000 ---
Lot Width (feet) 50 60 100
Street Yard (feet) 25 === 25 25
Side Yard (feet) 15 --- 20 25
Rear Yard (feet) 25 25 --- 25
Building Coverage (%) - 60 --- 60 60
Height (feet) --- 35 --- 50 50

1 Building coverage may be further restricted by tinepervious surface requirements of paragraph &7.2
Impervious Surface Limits.

a.  Side yards in the OI and CG district may be reduced by up to 50% if
adjacent to a nonresidential district or use or a railroad right-of-way.

b.  Rearyards in the table above may be reduced by up to 50% if adjacent to a
nonresidential district or use or a railroad right-of-way.

c.  Additional height in the OI district, up to 145 feet, may be approved
through the issuance of a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit.

d. A development within the CN district, with new project floor area over
5,000 square feet, no development plan, and residential zoning districts
adjacent (including directly across a public right-of-way) to two or more
property lines requires a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit. The applicant shall hold a neighborhood meeting
pursuant to paragraph 3.2.3, Neighborhood Meeting, unless it previously
held one for the development at issue.
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2.  Standards for the SRP, IL and I Districts

Dimensional Standard

Site Area (square feet) 25,000 30,000---
Lot Width (feet) 400 100 150
Street Yard (feet) 150 40 40
Side Yard (feet) 150 30 50
Rear Yard (feet) 150 25 40
Building Coverage (%) 15 60 65
Height (feet) 120 50 90

'Building coverage may be further restricted by tmpervious surface requirements of paragraph 8.7.2B
Impervious Surface Limits.

a.

b.

The street yard in the SRP district shall be increased by one foot for each
acre of land in the site, up to a maximum of 250 feet.

Side and rear yards in the SRP District may be eliminated if adjacent to a
railroad right of way, or may be reduced to 30 feet if adjacent to
permanently protected open space and the building separation is at least
150 feet.

In the SRP district, no parking, loading, or storage shall be permitted
within the required yard areas.

Side yards in the IL and I districts may be reduced by 10 feet if adjacent to
a nonresidential district or use.

Rear yards in the IL and I districts may be reduced by up to 50% if
adjacent to a railroad right-of-way.

Additional height, up to 145 feet, may be approved through the issuance
of a Minor Special Use Permit pursuant to Sec. 3.9, Special Use Permit.

3. Development in the Rural Villages of Bahama and Rougemont as designated in
the Comprehensive Plan may use the Suburban Tier dimensional standards
subject to Sec. 8.4, Floodplain and Flood Damage Protection Standards, Sec.
8.7, Watershed Protection Overlay Standards, and the availability of water and
wastewater treatment systems.
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C.

Urban Tier

All nonresidential development in the Urban Tier as designated in the
Comprehensive Plan shall comply with the standards in the tables below.

1.

Standards for the CI District

ClI District

Dimensional Standard | Min Max

Lot Area

-- 20,000

Street Yard
from back of curb (feet) 10 15

Side Yard (feet) -- 10

Rear Yard (feet) 5 --

Height (feet) -- 35

a.

Buildings greater than 20,000 square feet may be approved in the CI
district with a Minor Special Use Permit pursuant to Sec. 3.9, Special Use
Permit.
For sites where the streetscape has a slope greater than four percent, or
where the required pedestrian path cannot be provided, the street yard
can be reduced to 15 feet if one of more of the following is provided:
1. Outdoor seating (benches, seat walls, etc); or
2. Required bicycle parking; or
3. Outdoor retail display space.
Additional height in the CI district, up to 50 feet, may be approved if the
building uses upper story step-backs at a ratio of one to one.
Minimum ground floor glazing shall be 65% for all non-residential uses
and 50% for residential uses.

Where the right-of-way line is further from the curb than the maximum
street yard, the right-of-way line shall be the required maximum street
yard; structures shall not be allowed in the public right-of-way.
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2.  Standards for the CN, OI and CG Districts

Dimensional Standard

Site Area (square feet) 5,000 20,000 20,000
Project Floor Area (square feet 20,000
Lot Width (feet) 50 50 100
Street Yard

From ROW (feet) --- -

% of Frontage 60 15 60 15 60 15
Side Yard (feet) 10 --—- 10 15
Rear Yard (feet) 25 25 --- 25
Building Coverage (%) --- 60 60 60
Height (feet) --- 35 --- 90 50

T Street Yard may be modified using the provisiofparagraph 6.10.1E, Street Yard Variations.

2 Building coverage may be further restricted by thepervious surface requirements of paragraph
8.7.2B,

Impervious Surface Limits.

a. Rear yards may be reduced by up to 50% if adjacent to a railroad right-of-
way.
b. Additional height in the OI and CG districts, up to 145 feet, may be

approved, through the issuance of a Minor Special Use Permit pursuant to
Sec. 3.9, Special Use Permit.

C. A development within the CN district with new project floor area over
5,000 square feet, no development plan, and residential zoning districts
adjacent (including directly across a public right-of-way) to two or more
property lines requires a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit. The applicant shall hold a neighborhood meeting
pursuant to paragraph 3.2.3, Neighborhood Meeting, unless it previously
held one for the development at issue.

3. Standards for the IL and I Districts

Dimensional Standard

Site Area (square feet) 5,000 25,000
Lot Width (feet) 50 100
Street Yard

From ROW (feet) - 20 40

% of Frontage 60!
Side Yard (feet) 15 40
Rear Yard (feet) 25 40
Building Coverage (%) 60 65
Height (feet) 50 90

1 Street yard may be modified using the provisiofiparagraph 6.10.1E, Street Yard Variations.
2Building coverage may be further restricted by iimpervious surface requirements of
paragraph 8.7.2B, Impervious Surface Limits.

a. Rear yards may be reduced by up to 50% if adjacent to a railroad right-of-
way.
b. Additional height, up to 145 feet, may be approved through the issuance

of a Minor Special Use Permit pursuant to Sec. 3.9, Special Use Permit.
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D. Compact Neighborhood Tier

All nonresidential development in the Compact Neighborhood Tier as designated
in the Comprehensive Plan shall comply with the standards in the tables below.

1. Standards for the CI District

Cl District
Dimensional Standard \ Min Max
Lot Area -- 20,000
Street Yard
from back of curb (feet) 10 15
Side Yard (feet) -- 10
Rear Yard (feet) 10 --
Height (feet) -- 35

a. Buildings greater than 20,000 square feet may be approved in the CI
district with a Minor Special Use Permit pursuant to Sec. 3.9, Special Use
Permit.

b. For sites where the streetscape has a slope greater than four percent, or
where the required pedestrian path cannot be provided, the street yard
can be reduced to 15 feet if one of more of the following is provided:

1. Outdoor seating (benches, seat walls, etc); or
2. Required bicycle parking; or
3. Outdoor retail display space.

c. Additional height in the CI district, up to 50 feet, may be approved if the
building uses upper story step-backs at a ratio of one to one.

d. Minimum ground floor glazing shall be 65% for all non-residential uses
and 50% for residential uses.

e. Where the right-of-way line is further from the curb than the maximum
street yard, the right-of-way line shall be the required maximum street
yard; structures shall not be allowed in the public right-of-way.

2.  Standards for the CN and OI Districts
CN Ol

Dimensional Standard Min. Max. \ Min. Max.
Project Floor Area (square feet) 20,000
Lot Width (feet) 50 50
Street Yard

From ROW (feet) --- 15 --- 15

% of Frontage 60 60
Side Yard (feet) 10 10
Rear Yard (feet) 15 15
Height (feet) 35 120

1 Street yard may be modified using the provisiofparagraph 6.10.1E, Street Yard Variations.

a.

Additional height in the OI district, up to 145 feet, may be approved
through the issuance of a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit.
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b. Height in the OI district shall be capped at 45 feet for any structures
located within 150 feet of the perimeter of the Compact Neighborhood
Tier where the Tier adjoins residentially used and designated property.

c. A development within the CN district with new project floor area over
5,000 square feet, no development plan, and residential zoning districts
adjacent (including directly across a public right-of-way) to two or more
property lines requires a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit. The applicant shall hold a neighborhood meeting
pursuant to paragraph 3.2.3, Neighborhood Meeting, unless it previously
held one for the development at issue.

3. Standards for the CG and IL Districts

Dimensional Standard

Lot Width (feet) 50 50
Street Yard
From ROW (feet) --- 15 --- 15
% of Frontage 60 60
Side Yard (feet) 10 15
Rear Yard (feet) 15 15
Height (feet) 90 50

1 Street yard may be modified using the provisiofparagraph 6.10.1E, Street Yard Variations.

a. Additional height in the CG district, up to 145 feet, may be approved
through the issuance of a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit.

b. Height shall be capped at 45 feet for any structures located within 150 feet
of the perimeter of the Compact Neighborhood Tier where the Tier
adjoins residentially used and designated property.

c. Subject to the restriction in paragraph 6.10.1D.3.b above, OI uses allowed
in IL districts located in the Compact Neighborhood Tier shall have a
maximum height limit of 60 feet permitted by right. Additional height up
to 75 feet may be approved through the issuance of a Minor Special Use
Permit pursuant to Sec. 3.9, Special Use Permit.

d. Subject to the restriction in paragraph 6.10.1D.3.b above, and not
withstanding paragraph 6.10.1D.3.c above, hotel, motel and extended stay
uses, places of worship, government facilities (excluding correctional
facilities), and lodges and clubs allowed in IL districts located in the
Compact Neighborhood Tier shall have a maximum height limit of 80 feet
permitted by right. Additional height up to 95 feet may be approved
through the issuance of a Minor Special Use Permit pursuant to Sec. 3.9,
Special Use Permit.

[Paragraph E is omitted.]
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6.10.2 Residential Development in Nonresidential Districts
[Paragraph A is omitted.]

B. Residential Density
1. The residential density shall be based only on that portion of the tract dedicated
to the residential use and the maximum residential density (shown as units per
acre) allowed shall be as shown in the table below:

District Rural Suburban Urban Compact

Cl -- -- 14'* 14"

CN 0.2 8.7 10.5" 14'

ol 10.5' 14'* 17.5

CG 0.2 10.5 14'* 17.5

! Density may be increased through use of the Sé Afordable Housing Density
Bonus.

2 Density may be increased through use of the otiavailable under paragraph 6.4.3,
Residential Density.
2. Density limits shall not apply to upper story residential units in the CI district.
3. No first floor residential shall be allowed in the CI District, except for townhome

developments.

[Commentary is omitted.]
[Paragraph C is omitted.]

Page 24 of 36



SECTION 5

Modify Sec. 9.4, Project Boundary Buffers, paradr&y4.3, Standards, paragraph B, Project
Boundary Buffer Table, paragraph 9.4.5, Constru@atfer, paragraph C, Urban, Compact
Neighborhood, and Downtown Tiers, add new paragsdpthrough 3, and paragraph 9.4.8,
Walls, Berms and Fences in Buffers, Paragraph All§Yadd new paragraph 5, new paragraphs
a through c, new paragraph 6; Sec. 9.6, Streets[ig&ragraph 9.6.2, Required Street Trees,
paragraph A, and paragraph D, Street Trees in thelistrict, paragraph 2, and paragraph 3,
Alternative Street Tree Requirement, paragraphec,. 9.8, Vehicular Use Area Landscaping,
paragraph 9.8.1, General, paragraph C, Standaddsyew paragraph 4, paragraph 5, paragraphs
a through c, and paragraphs 6 and 7, paragrapB,9/&hicular Use Perimeter Landscaping,
paragraph A, Vehicular Use Areas Visible From Stseparagraph 2, Standards, paragraph b,
Canopy Trees, paragraphs 1 and 2, and paragradhraps, paragraphs 1 through 4, and
paragraph B, Vehicular Use Areas Visible from Adat Property, paragraph 2, Standards,
paragraph a, and paragraph b, paragraphs 1 anmttiyaragraph 9.8.4, Vehicular Use Area
Landscaping in the DD District, paragraph A, Apglility, paragraph 1, and paragraph B,
Standards, paragraph 1, General, paragraph a, Mehidse Area Perimeter Landscaping,
paragraph b, Landscaping Within Vehicular Use Argasagraph 1, and paragraph 3,
paragraphs a and b, paragraph 2, Trees, paragrgmrdgraph 3, Shrubs, and paragraph 4,
Amenities; and Sec. 9.9, Fences and Walls, pardg@a®.2, Fences, paragraphs B and C, as set
forth in the strikeouts and underlining below.
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9.4.8

Sec. 9.6

2. The interactive buffer model established pursuant to paragraph 9.4.7,
Interactive Buffer Model, shall be permitted to calculate acceptable
reductions in buffer width or variable mixes of plant units. The model may
also be used when the slope of the buffer is at least 15%, as set forth in
paragraph 9.4.5D, Existing Slope Impacts.

3. For projects within the CI district, an alternative to project boundary
buffers shall be permitted with the following provisions:

a. A solid hedge composed of a minimum of 40 evergreen understory
trees per 100 linear feet is used in lieu of the buffer; or

b. A wall pursuant to paragraph 9.4.8, Walls, Berms and Fences in
Buffers, is provided so long as any wall that is a structural part of a
building may only be used if there is no glazing in the wall.

Walls, Berms and Fences in Buffers

Where walls, berms or fences are built within any required project boundary
buffer, they shall meet the following requirements.

Walls

[Paragraphs 1 through 4 are omitted]

5. Walls used within the CI district in lieu of a required buffer width shall be
permitted, with the following provisions:

a. The wall shall have a minimum height of eight feet;
b. The wall is not within sight distance triangle(s).

6. Within the CI District, an alternative project boundary buffer shall be
permitted when the adjoining lot has a wall included as part of a required
buffer, the wall is located within five feet of the property line, and a
recorded easement exists for the wall and buffer.

[Paragraphs B and C are omitted.]

Street Trees

[Paragraphs 9.6.1, 9.6.3 and 9.6.4 are omitted.]

9.6.2

A.

Required Street Trees

In all developments outside the CI or DD Districts, except residential
development exempted pursuant to paragraph 9.6.1, Applicability, the developer
shall either retain or plant trees such that there is an average of at least one street
tree for every 40 feet of street frontage along the sides of all existing and
proposed rights-of-way (except alleys), and private street easements. Street trees
shall be located within 30 feet of the right-of-way or street easement and in a
street yard unless the City Public Works Director or the NCDOT, or designees as
appropriate authorize their location in a right-of-way and, if the trees are existing
trees, the root protection zone outside of the right-of-way is protected, except
where the location of the street trees in the right-of-way will conflict with public
utilities. If a conflict exists with public utilities, street trees shall be located in the
required street yard.

[Paragraphs B and C are omitted.]

D.

Street Trees in the CI and DD Districts
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[Paragraph 1 is omitted.]

2, Street trees shall be located in the right-of-way or street easement unless
the Public Works Director or NCDOT, as appropriate, requires an alternate
location or requires the use of a Street Tree Alternative pursuant to
paragraph 9.6.2D.3, below.

[Commentary is omitted.]

3. Alternative Street Tree Requirement

a. If the prescribed street tree location is in conflict with any public
utility or traffic control device, an alternative may be provided in
lieu of the street tree requirement with the approval of the Planning
Director or designee.

b. Where development incorporates existing buildings and the
distance from the back-of-curb to the building face is less than 10
feet, an alternative may be provided in lieu of the street tree
requirement with the approval of the Planning Director or
designee.

c. Street tree alternatives, when provided, shall comply with the
standards in the table below:

Alternative ~ Standards Cl DD
Shall provide a minimum of
Public Art 100 square feet of public art _ N

along the street frontage in-lied
of each required street tree
Shall be a minimum of 100
square feet along the street
frontage in-lieu of each -- \
required street tree and shall be
a minimum of 50% evergreen.
Shall be a minimum of 10
linear feet along the street
frontage in-lieu of each N N
required street tree and shall be
a minimum of 5 feet in depth
and kept in good repair.

Shall provide a minimum of 2
landscape planters with a
planting area of 5 square feet (
greater in-lieu of each required \ \
street tree. Planters must be
continually planted and
maintained.

Green screen
or wall

Awnings

=

Landscape
Planters
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Sec. 9.8 Vehicular Use Area Landscaping

9.8.1

C.

9.8.2

General
[Paragraphs A and B are omitted.]

Standards
[Paragraphs 1 through 3 are omitted.]

4.

5.

7.

Unless specifically stated otherwise, all canopy trees used for vehicular use area

landscaping shall be 2 /2 inch caliper at the time of installation.

A contiguous growing area not encroached upon by impervious pavement, shall

be provided for each tree.

a. In the Suburban and Rural Tiers, the minimum contiguous growing area
shall be 250 square feet.

b. In the Urban and Compact Neighborhood Tiers, the minimum
contiguous growing area shall be 200 square feet. Sidewalks shall be
permitted to encroach in that growing area, if a critical root path system
is used, in conformance with the Durham Landscape Guidelines, and the
required sidewalk clear zones are maintained.

c. In the Downtown Tier the minimum contiguous growing area shall be
150 square feet. Sidewalks may be permitted to encroach in that growing
area if a critical root path system is used, in conformance with the
Durham Landscape Guidelines, and required clear zones, as per
paragraph 6.12.3F.1, Sidewalks, are maintained.

Unless specifically stated otherwise, shrubs shall be installed at a minimum

height of 15 inches, and shall be of a species expected to reach a minimum

height of 30 inches and a minimum spread of 30 inches within five years of
planting. Shrubs planted within sight distance triangles shall have a maximum
mature height of 30 inches.

At least 60% of required shrubs shall be evergreen.

Vehicular Use Area Perimeter Landscaping

Vehicular Use Areas Visible From Streets
[Paragraph 1 is omitted.]

2.

Standards
[Paragraph a is omitted.]
b. Canopy Trees

(1) Canopy trees (except under overhead power lines, where understory
trees shall be used) shall be planted at the rate of one tree per 40
linear feet of vehicular use area along the street, less driveway
widths.

(2) Areas with canopy trees shall be at least 10 feet deep from right-of-
way to back of curb or pavement edge.

[Paragraph (3) is omitted.]
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¢. Shrubs

(1)  Shrubs shall be planted at the rate of one shrub per three linear feet
of property line abutting public streets less driveways. The spacing
may be varied based upon size of installed plant materials.

(2) A wall consistent with the requirements of Sec. 9.9, Fences and
Walls, and at least 30 inches tall may be substituted for the required
shrubs.

B. Vehicular Use Areas Visible from Adjacent Property
[Paragraph 1 is omitted.]

2. Standards

a. The minimum landscaped area shall be large enough to accommodate the
plant materials required in paragraph 9.8.2B.2.b below, but shall not be
less than six square feet per linear foot of vehicular use area edge facing
off site, unless wheel stops are provided, in which case the minimum area
may be reduced to four square feet.

b.  Required landscaping shall consist of the following materials:

(1) Evergreen or deciduous canopy trees, at the rate of one per 25 linear
feet of vehicular use area, to be planted within an area with a
minimum dimension of 10 feet in the vicinity of the tree.

[Paragraph (2) is omitted.]
(3) Evergreen shrubs at the rate of one per four linear feet of required
planting area.
[Paragraph c is omitted.]

[Paragraph 9.8.3 is omitted.]

9.8.4 Vehicular Use Area Landscaping in the CI and DD Districts
A. Applicability
1. This section applies to any vehicular use area located in the CI and DD Districts

that is not located within a parking structure, including parking lots where no
building permit is required.

[Paragraph 2 is omitted.]
B. Standards
1. General
a. Vehicular Use Area Perimeter Landscaping

A landscaped area equal to six square feet for each linear foot of street
frontage shall be provided adjacent to and outside of the right-of-way.
This area shall be provided along the entire street frontage, less
driveways, and shall have a minimum depth of three feet and a maximum
depth of 10 feet.

b. Landscaping within Vehicular Use Areas
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(1) Vehicular use areas completely internal to the block and not adjacent
to a street shall be exempt from providing landscaping, except as
stated in paragraph 9.8.4B.1.b(3) below.

[Paragraph (2) is omitted.]

(3) The provision of paragraph 9.84B.1.b(1) above shall not apply to
projects in the CI District where the vehicular use area is greater
than 10,000 square feet or 40 parking spaces, whichever is larger,
but shall instead meet the following standards:

(a) Such parking areas shall be required to meet the standards of
paragraph 9.8.3, Landscaping within Vehicular Use Areas.

(b) Such parking areas shall provide a pedestrian path at least four
feet wide, unobstructed and clear of vehicle overhang, paved
with unit pavers or a monolithic surface, and which shall
connect the parking area to the sidewalk or building.

[Paragraph c is omitted.]
2. Plant Materials

a. Canopy trees shall be planted at a rate of one tree per 30 linear feet of
vehicular use area street frontage. Street trees may be used to meet this
requirement.

b.  Shrubs shall be required at a rate of one per four linear feet of required
landscape area.

3. Amenities

Streetscape amenities in the Design District may be located in the vehicular use
area landscaping area, adjacent to the street.

Sec. 9.9 Fences and Walls
[Paragraph 9.9.1 is omitted.]
9.9.2 Fences

[Paragraph A is omitted.]

B. Razor wire, concertina wire, barbed wire, and similar fencing materials shall be
prohibited in all residential districts and in sites adjacent to residential, except in the
Rural Tier.

C. Uncoated chain link fencing shall not be permitted within the CI District.

[Paragraphs 9.9.3 through 9.9.5 are omitted.]
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SECTION 6

Modify Sec. 10.3, Required Parking, paragraph 10.Bequired Motorized Vehicle and Bicycle
Parking, paragraph A, Rural, Suburban, and UrbasTiparagraph 1, Minimum, and paragraph
B, Motor Vehicle Parking in Compact Neighborhoofs, paragraph 3; Sec. 10.4, Design
Standards, paragraph 10.4.1, In General, paraghapbcation of Parking, paragraph 2, Urban
Tier, add new paragraphs a through d, and paragt@ph4, Design Standards for Bicycle
Parking, paragraph C, Standards for Other Tierd,ra@v paragraph 6; and Sec. 10.7, Loading
Areas, paragraph 10.7.1, Location, as set fortthestrikeouts and underlining below.

[Sections 10.1, 10.2, 10.5, and 10.6 are omitted]

Sec. 10.3 Required Parking

10.3.1 Required Motorized Vehicle and Bicycle Parking
A. Motor Vehicle Parking in Rural, Suburban, and Urban Tiers

1. Minimum

a. Off-street parking spaces shall be provided for all uses listed below in the
amounts specified below. Uses not listed shall be reviewed by the
Planning Director, or designee, for a determination of the required spaces.
Buildings with multiple uses shall calculate parking based on the standard
for each use in the building, but bicycle parking shall in any case meet the
highest minimum standard for the uses.

b.  For sites within the CI District, in any tier, the required number of
motorized and bicycle parking shall be equal to the requirements for the
Compact Neighborhood Tier, as found in the table below and in
paragraph 10.3.1B, Motor Vehicle Parking in the Compact Neighborhood
Tiers. Other standards, such as location and design, shall follow the
standards of the tier in which the site is located.

[Table and paragraph 2 are omitted.]
B. Motor Vehicle Parking in Compact Neighborhood Tiers

[Paragraphs 1, 2, and 4 and commentary are omitted.]

3. Any change of use within an existing building in the Pedestrian Business
district of a Compact Neighborhood Regulating Plan, upon adoption of such
district, or within the CI District, shall be exempt from off-street parking
requirements. New buildings or expansion areas of existing buildings within
the Pedestrian Business district , or within the CI District, shall be required to
meet all off-street parking requirements.

[Paragraphs C and D are omitted.]

[Paragraphs 10.3.2 through 10.3.4 are omitted.]
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Sec. 10.4 Design Standards
10.4.1 In General

A. Location of Parking

[Paragraphs 1, 3 and 4 are omitted.]

2. Urban Tier

a. In the Urban Tier, at least two-thirds of all off-street parking for
nonresidential uses shall be located to the side and rear of structures.

b. In the CI district, all new off-street parking shall be located to the side
and/or rear of structures.

c.  The Planning Director, or designee, shall have the authority to adjust the
requirements of paragraphs a. and b. above, to permit additional parking to
be located in areas other than to the side or rear of a structure, for
situations where the particular constraints of the site (such as topography)
preclude the ability to locate the required parking in areas other than to the
side or rear of the building.

d. For every twenty-three (23) contiguous feet of street frontage for which
there is adjacent permitted on-street parking, excluding handicapped
accessible spaces, minimum required motor vehicle off-street parking shall
be reduced by one (1) space. Credit for on-street parking shall only be
counted towards one of the uses in any multi-use development. Credit shall
not be given for a partial space.

[Paragraphs B and C are omitted.]
[Paragraphs 10.4.2 and 10.4.3 are omitted.]

10.4.4 Design Standards for Bicycle Parking

[Paragraphs A and B are omitted.]

C. Standards for Other Tiers

[Paragraphs 1 through 5 are omitted. ]

6.  Bicycle parking facilities within the CI District shall be located within 50 feet of
the primary building entrances and be visible from the public right-of-way.
Racks shall be provided as part of the streetscape amenities, unless an
alternative location is approved by the Planning Director or designee, in
consultation with the City or State transportation authority.

Sec. 10.7 Loading Areas

10.7.1 Location

No loading spaces shall be located within 30 feet of street intersections or in any
required yard space, except in the CI and DD Districts where the required distance
shall be 20 feet. Street intersections shall be measured from back-of-curb.

[Paragraphs 10.7.2 through 10.7.9 are omitted.]
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SECTION 7
Modify Sec. 16.3, Defined Terms, as set forth ie gtrikeouts and underlining below.
[Sections 16.1 and 16.2 are omitted. ]

Sec. 16.3 Defined Terms

Glazing: The portion of the building facade or external materials which are composed of glass.
Glazing is used in transparency calculations and is includes glass used in the doors
and windows of the building.

SECTION 8
That the Unified Development Ordinance shall beumbered as necessary to accommodate
these changes and clarifications.

SECTION 9

That this amendment of the Unified Development @atice shall become effective upon
adoption, except that an application submitted obefore [date of adoption by final governing
body] may, at the applicant’s discretion, be exempt
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